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71A

T2A

BODY INTERNALTRIM

Floor carpet: Removal -
Refitting

Luggage compartment
carpet: Removal - Refitting

Headlining: Removal -
Refitting

Front door sill lining:
Removal - Refitting

Rear wheel arch trim:
Removal - Refitting

Windscreen pillar trim:
Removal - Refitting

B-pillar upper trim: Removal -
Refitting

Quarter panel trim: Removal
- Refitting

Rear panel lining: Removal -
Refitting

Rear parcel shelf side trim;
Removal - Refitting

Rear loading trim: Removal -
Refitting

SIDE OPENING ELEMENT TRIM

Front side door trim:
Removal - Refitting
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FRONT SEAT TRIM

Front seat base trim:
Removal - Refitting
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- Refitting
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Rear seat base trim:
Removal - Refitting
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- Refitting
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BODY INTERNAL TRIM 7 1A
Floor carpet: Removal - Refitting

Equipment required

Diagnostic tool

IMPORTANT

To avoid any risk of triggering when working on or
near a pyrotechnic component (airbags or preten-
sioners), lock the airbag computer using the dia-
gnostic tool.

When this function is activated, all the trigger lines
are inhibited and the airbag warning light on the ins-
trument panel lights up continuously (ignition on).

IMPORTANT

Never handle the pyrotechnic systems (pretensio-
ners or airbags) near to a source of heat or naked
flame - they may be triggered.

REMOVAL

| - REMOVAL PREPARATION OPERATION

(1 Lock the airbag computer using the Diagnostic tool
(see Fault finding - Replacement of components)
(MR 413, 88C, Airbags and pretensioners).

(d Disconnect the battery (see Battery: Removal - Re-
fitting) .

J Remove:

-the front seats completely (see 75A, Front seat
frames and mechanisms, Complete front seat:
Removal - Refitting, page 75A-8) ,

-the rear seats completely (depending on equip-
ment level) (see 76A, Rear seat frames and me-
chanisms, Complete rear seat: Removal -
Refitting, page 76A-1) ,

-the rear bench seat base (depending on equipment
level) (see 76A, Rear seat frames and mecha-
nisms, Rear bench seat base: Removal - Refit-
ting, page 76A-6) ,

-the rear bench seatback (depending on equipment
level) (see 76A, Rear seat frames and mecha-
nisms, Rear bench seatback: Removal - Refit-
ting, page 76A-5) ,

-the centre front panel (see Centre front panel: Re-
moval - Refitting) (MR 412, 57A, Interior equip-
ment),

- the centre console (see Centre console: Removal
- Refitting) (MR 412, 57A, Interior equipment),

- the rear parcel shelf side trim (see 71A, Body in-
ternal trim, Rear parcel shelf side trim: Removal
- Refitting, page 71A-15),

- the rear panel trim (see 71A, Body internal trim,
Rear panel lining: Removal - Refitting, page
71A-14) ,

- the front door sill lining (see 71A, Body internal
trim, Front door sill lining: Removal - Refitting,
page 71A-7) .
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[ Remove:
- the bolt (1),

- the storage compartment under the front seat.

71A-1



BODY INTERNAL TRIM
Floor carpet: Removal - Refitting

/1A

Il - OPERATION FOR REMOVAL OF PART
CONCERNED

~171162
J Remove:

-the centring pin (2) from the centre console,
-the clip (3),

-the floor carpet.

REFITTING

| - REFITTING OPERATION FOR PART
CONCERNED

[ Fit the seat wiring.
1 Refit:
-the floor carpet,
-the clip (3) ,

- the centre console centring pin (2) .

Il - FINAL OPERATION.

1 Refit:
- the storage compartment under the front seat,
- the bolt (1) ,

- the front door sill lining (see 71A, Body internal
trim, Front door sill lining: Removal - Refitting,
page 71A-7),

- the rear panel trim (see 71A, Body internal trim,
Rear panel lining: Removal - Refitting, page
71A-14) ,

- the rear parcel shelf side trim (see 71A, Body in-
ternal trim, Rear parcel shelf side trim: Removal
- Refitting, page 71A-15),

- the centre front panel (see Centre front panel: Re-
moval - Refitting) (MR 412, 57A, Interior equip-
ment),

- the centre console (see Centre console: Removal
- Refitting) (MR 412, 57A, Interior equipment),

- the rear bench seatback (depending on equipment
level) (see 76A, Rear seat frames and mecha-
nisms, Rear bench seatback: Removal - Refit-
ting, page 76A-5) ,

- the rear bench seat base (depending on equipment
level) (see 76A, Rear seat frames and mecha-
nisms, Rear bench seat base: Removal - Refit-
ting, page 76A-6) ,

- the rear seats completely (depending on equip-
ment level) (see 76A, Rear seat frames and me-
chanisms, Complete rear seat: Removal -
Refitting, page 76A-1) ,

- the front seats completely (see 75A, Front seat
frames and mechanisms, Complete front seat:
Removal - Refitting, page 75A-8) .

(d Connect the battery (see Battery: Removal - Refit-
ting) .

([ Unlock the airbag computer using Diagnostic tool
(see Fault finding - Replacement of components)
(MR 413, 88C, Airbags and pretensioners).
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BODY INTERNAL TRIM 7 1A
Luggage compartment carpet: Removal - Refitting

REMOVAL

OPERATION FOR REMOVAL OF PART
CONCERNED

J Remove:
-the clips (1) ,

-the luggage compartment carpet.

REFITTING

REFITTING OPERATION FOR PART CONCERNED
 Refit:

-the luggage compartment carpet,

-the clips (1) .
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BODY INTERNAL TRIM
Headlining: Removal - Refitting

/1A

Equipment required

Diagnostic tool

IMPORTANT

To avoid any risk of triggering when working on or
near a pyrotechnic component (airbags or preten-
sioners), lock the airbag computer using the dia-
gnostic tool.

When this function is activated, all the trigger lines
are inhibited and the airbag warning light on the ins-
trument panel lights up continuously (ignition on).

IMPORTANT

Never handle the pyrotechnic systems (pretensio-
ners or airbags) near to a source of heat or naked
flame - they may be triggered.

REMOVAL

| - REMOVAL PREPARATION OPERATION

1 Lock the airbag computer using Diagnostic tool
(see Fault finding - Replacement of components)
(MR 413, 88C, Airbags and pretensioners).

( Disconnect the battery (see Battery: Removal - Re-
fitting) (MR 411, 80A, Battery).

[ Partially remove the front side door and tailgate
seals.

| OPENING ROOF
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(1 Unclip the trim piece (1) from the sun visor shutter
cross member mounting.

(1 Remove:
- the finishing seal (2) from the sunroof

- the sunroof switch plate (see Sunroof switch: Re-
moval - Refitting) (MR 411, 87D, Electric window
winders - Sunroof).

1 Remove:

- the interior lights (see Interior light: Removal -
Refitting) (MR 411, 81B, Interior lights),

- the sun visors (see Sun visor: Removal - Refit-
ting) (MR 412, 57A, Interior equipment),

- the windscreen pillar trims (see 71A, Body inter-
nal trim, Windscreen pillar trim: Removal - Re-
fitting, page 71A-9) ,

- the rear bench seatback (depending on equipment
level) (see 76A, Rear seat frames and mecha-
nisms, Rear bench seatback: Removal - Refit-
ting, page 76A-5) (MR 412, 76A, Rear seat frame
and runners),

- the rear parcel shelf side trim panels (see 71A,
Body internal trim, Rear parcel shelf side trim:
Removal - Refitting, page 71A-15) ,

- the rear panel trims (see 71A, Body internal trim,
Rear panel lining: Removal - Refitting, page
71A-14) ,
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BODY INTERNAL TRIM
Headlining: Removal - Refitting

-the B-pillar upper trims (see 71A, Body internal
trim, B-pillar upper trim: Removal - Refitting,
page 71A-10),

-the rear quarter panel trims (see 71A, Body inter-
nal trim, Quarter panel trim: Removal - Refit-
ting, page 71A-12) .

(d Disconnect the interior light and sunroof connectors
(3) (depending on equipment level).

(1 Detach the interior light and sunroof wiring harnes-

ses (depending on equipment level).

Il - OPERATION FOR REMOVAL OF PART
CONCERNED

121306

@ Unclip the clips (4) .

121307

1 Remove the headlining.

| OPENING ROOF

4

Note:

The headlining is held in place with velcro strips,
take care not to damage them during the removal
operation.

The headlining must be handled with care after it
has been removed, cutting the sunroof weakens
the side edges.

(1 Remove the headlining (this operation requires two
people).

REFITTING

| - REFITTING PREPARATION OPERATION

(1 Level off any residual cement beading on the roof.

([ Carefully remove any residual cement beading from
the headlining.

Il - REFITTING OPERATION FOR PART

CONCERNED

(1 Apply adhesive to the headlining (part no. 77 11 218
570).

[ Bond the headlining (this operation requires two
people).
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BODY INTERNAL TRIM
Headlining: Removal - Refitting

/1A

| OPENING ROOF

(1 Refit the headlining (this operation requires two peo-
ple).

(1 Refit clips (4) .

[l - FINAL OPERATION.

(1 Refit the interior light and sunroof wiring harnesses
(depending on equipment level).

1 Connect the interior light and sunroof connectors (3)
(depending on equipment level).

1 Refit:

-the interior lights (see Interior light: Removal -
Refitting) (MR 411, 81B, Interior lights),

-the sun visors (see Sun visor: Removal - Refit-
ting) (MR 412, 57A, Interior equipment),

-the windscreen pillar trims (see 71A, Body inter-
nal trim, Windscreen pillar trim: Removal - Re-
fitting, page 71A-9) ,

-the rear quarter panel trims (see 71A, Body inter-
nal trim, Quarter panel trim: Removal - Refit-
ting, page 71A-12) .

-the B-pillar upper trims (see 71A, Body internal
trim, B-pillar upper trim: Removal - Refitting,
page 71A-10),

-the rear panel trims (see 71A, Body internal trim,
Rear panel lining: Removal - Refitting, page
71A-14),

-the rear parcel shelf side trim panels (see 71A,
Body internal trim, Rear parcel shelf side trim:
Removal - Refitting, page 71A-15) ,

-the rear bench seatback (depending on equipment
level) (see 76A, Rear seat frames and mecha-
nisms, Rear bench seatback: Removal - Refit-
ting, page 76A-5) (MR 412, 76A, Rear seat frame
and runners),

| OPENING ROOF
0 Refit:

- the sunroof switch plate (see Sunroof switch: Re-
moval - Refitting) (MR 411, 87D, Electric window
winders - Sunroof),

- the sunroof finishing seal (2) .

([ Fit the sun visor headlining cross member mounting
trim piece (1) .

(1 Refit the front side door and tailgate seals.

1 Connect the battery (see Battery: Removal - Refit-
ting) (MR 411, 80A, Battery).

1 Unlock the airbag computer using Diagnostic tool
(see Fault finding - Replacement of components)
(MR 413, 88C, Airbags and pretensioners).
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BODY INTERNAL TRIM
Front door sill lining: Removal - Refitting

/1A

REMOVAL

| - REMOVAL PREPARATION OPERATION

179154

121144

[d Unclip the bonnet release catch.
[ Partially remove the front side door seal.
4 Remove:

-the front seat belt lower mounting (see Front seat
belt: Removal - Refitting) (MR 412, 59A, Safety
equipment),

-the rear parcel shelf side trim (see 71A, Body in-
ternal trim, Rear parcel shelf side trim: Removal
- Refitting, page 71A-15),

-the rear panel trim (see 71A, Body internal trim,
Rear panel lining: Removal - Refitting, page
71A-14) .

Il - OPERATION FOR REMOVAL OF PART
CONCERNED

[ Unclip the front door sill lining.

Note:

The front seat does not need to be removed to
remove the front door sill lining.

REFITTING

| - REFITTING OPERATION FOR PART
CONCERNED

[ Clip on the front door sill lining.

Il - FINAL OPERATION.
1 Refit:

- the rear panel trim (see 71A, Body internal trim,
Rear panel lining: Removal - Refitting, page
71A-14) ,

- the rear parcel shelf side trim (see 71A, Body in-
ternal trim, Rear parcel shelf side trim: Removal
- Refitting, page 71A-15) ,

- the front seat belt lower mounting (see Front seat
belt: Removal - Refitting) (MR 412, 59A, Safety
equipment),

- the front side door seal.

[ Fit the bonnet release catch.
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BODY INTERNAL TRIM
Rear wheel arch trim: Removal - Refitting

/1A

REMOVAL

| - REMOVAL PREPARATION OPERATION
(1 Partially remove the luggage compartment carpet.
[ Remove:

-the rear parcel shelf (depending on equipment le-
vel),

-the rear parcel shelf side trim (see 71A, Body in-
ternal trim, Rear parcel shelf side trim: Removal
- Refitting, page 71A-15) .

Il - OPERATION FOR REMOVAL OF PART
CONCERNED

121221

d Remove:
-the clips (1) ,

-the wheel arch lining.

REFITTING
| - REFITTING OPERATION FOR PART
CONCERNED
1 Refit:
-the wheel arch lining,

-the clips (1) .

Il - FINAL OPERATION.
1 Refit:

- the rear parcel shelf side trim (see 71A, Body in-
ternal trim, Rear parcel shelf side trim: Removal
- Refitting, page 71A-15),

- the rear parcel shelf (depending on equipment le-
vel).

[ Refit the luggage compartment carpet.
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BODY INTERNAL TRIM 7 1A
Windscreen pillar trim: Removal - Refitting

REMOVAL

| - REMOVAL PREPARATION OPERATION

(a Partially remove the front side door seal.

Il - OPERATION FOR REMOVAL OF PART
CONCERNED

[d Unclip the windscreen pillar trim in the direction and
order shown.

REFITTING
| - REFITTING OPERATION FOR PART
CONCERNED

( Refit the windscreen pillar trim.

Il - FINAL OPERATION.

1 Refit the front side door seal.
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BODY INTERNAL TRIM

B-pillar upper trim: Removal - Refitting

Il - OPERATION FOR REMOVAL OF PART

CONCERNED

/1A

REMOVAL

| - REMOVAL PREPARATION OPERATION

(a1 Partially remove the door seal.
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4 Remove:
-the seat belt return reel (1) (see Front seat belt:
Removal - Refitting) (MR 412, 59A, Safety equip-

ment),
-the rear panel trim (see 71A, Body internal trim,
Rear panel lining: Removal - Refitting, page

71A-14) .

10

121076

[ Unclip:

- the covers (2) ,

- the B-pillar upper trim at (2) .

1AsT
121077

(1 Remove the B-pillar upper trim.
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BODY INTERNAL TRIM 7 1A
B-pillar upper trim: Removal - Refitting

REFITTING

| - REFITTING OPERATION FOR PART
CONCERNED

[ Refit the B-pillar upper trim.
[ Fit the B-pillar upper trim at (2) .

Il - FINAL OPERATION.
- Refit:

-the rear panel trim (see 71A, Body internal trim,
Rear panel lining: Removal - Refitting, page
71A-14),

-the seat belt return reel (1) (see Front seat belt:
Removal - Refitting) (MR 412, 59A, Safety equip-
ment),

- the door seal.
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BODY INTERNAL TRIM
Quarter panel trim: Removal - Refitting

REMOVAL

| - REMOVAL PREPARATION OPERATION

[ Pull the rear seats down or remove the rear bench
seatback (depending on equipment level) (see 76A,
Rear seat frames and mechanisms, Rear bench
seatback: Removal - Refitting, page 76A-5) .

1 Remove:

-the rear parcel shelf side trim (see 71A, Body in-
ternal trim, Rear parcel shelf side trim: Removal
- Refitting, page 71A-15) ,

-the rear panel trim (see 71A, Body internal trim,
Rear panel lining: Removal - Refitting, page
71A-14) .

121065

1 Remove the rear seat belt return reel (see Rear seat
belt: Removal - Refitting) (MR 412, 59A, Safety
equipment).
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121068
[ Partially remove the luggage compartment seal. (1)

Il - OPERATION FOR REMOVAL OF PART
CONCERNED

121067
(1 Remove the bolt (2) .

(1 Unclip the rear quarter panel trim.

(1 Remove the rear quarter panel trim.
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BODY INTERNAL TRIM 7 1A
Quarter panel trim: Removal - Refitting

REFITTING

| - REFITTING OPERATION FOR PART
CONCERNED

(d Refit the rear quarter panel lining.
([ Clip the rear quarter panel trim.
1 Refit the bolt (2) .

Il - FINAL OPERATION.
a Refit:
-the luggage compartment seal, (1)

-the rear seat belt return reel (see Rear seat belt:
Removal - Refitting) (MR 412, 59A, Safety equip-
ment),

-the rear panel trim (see 71A, Body internal trim,
Rear panel lining: Removal - Refitting, page
71A-14),

-the rear parcel shelf side trim (see 71A, Body in-
ternal trim, Rear parcel shelf side trim: Removal
- Refitting, page 71A-15) .

[ Pull the rear seats down or refit the rear bench seat-
back (depending on equipment level) (see 76A,
Rear seat frames and mechanisms, Rear bench
seatback: Removal - Refitting, page 76A-5) .
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BODY INTERNAL TRIM
Rear panel lining: Removal - Refitting

REMOVAL

| - REMOVAL PREPARATION OPERATION

[ Pull the rear seats down or remove the rear bench
seatback (depending on equipment level) (see 76A,
Rear seat frames and mechanisms, Rear bench
seatback: Removal - Refitting, page 76A-5) .

1 Remove the rear parcel shelf side trim (see 71A,
Body internal trim, Rear parcel shelf side trim:
Removal - Refitting, page 71A-15) .

(1 Partially remove the front side door seal.

Il - OPERATION FOR REMOVAL OF PART
CONCERNED

121069
(1 Remove the clip (1) .

d Remove the bolt (2) .

(1 Unclip the rear panel trim.

REFITTING

| - REFITTING OPERATION FOR PART
CONCERNED

[ Fit the rear panel trim.
1 Refit:
- the bolt (2) ,
-theclip (1) .

Il - FINAL OPERATION.
1 Refit:
- the front side door seal,

- the rear parcel shelf side trim (see 71A, Body in-
ternal trim, Rear parcel shelf side trim: Removal
- Refitting, page 71A-15) .

([ Pull the rear seats down or refit the rear bench seat-
back (depending on equipment level) (see 76A,
Rear seat frames and mechanisms, Rear bench
seatback: Removal - Refitting, page 76A-5) .
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BODY INTERNAL TRIM 7 1A
Rear parcel shelf side trim: Removal - Refitting

REMOVAL

OPERATION FOR REMOVAL OF PART
CONCERNED

(a Partially remove the tailgate seal.

121066
(1 Remove the bolts (1) .

(a1 Detach the rear parcel shelf side trim.

[d Disconnect the luggage compartment light.

REFITTING

REFITTING OPERATION FOR PART CONCERNED
(d Connect the luggage compartment light.
([ Clip on the rear parcel shelf side trim.
[ Refit:
-the bolts (1) ,

-the tailgate seal.
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BODY INTERNAL TRIM
Rear loading trim: Removal - Refitting

[G44

REMOVAL

| - REMOVAL PREPARATION OPERATION

sk
122850

d Remove:
-the clips (1) ,
-the rear parcel shelf (2) ,

-the luggage compartment carpet.

]

122849
A Tilt the front seat backrest.
(1 Remove:
- the bolts (3) ,
- the partition panel.
([ Partially remove the tailgate seal.
Il - OPERATION FOR REMOVAL OF PART
CONCERNED
'\'&:\\'
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J Remove:
- the bolts (4) ,
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BODY INTERNAL TRIM 7 1A
Rear loading trim: Removal - Refitting

[Ga4 |
-the retaining hooks. REFITTING

| - REFITTING OPERATION FOR PART
CONCERNED

1 Refit:

- the rear floor attached to the front section (see
Raised rear floor, front section: Removal - Re-
fitting) (MR 412, 41D, Rear lower structure),

- the rear panel trim,
- the bolts (7) ,

- the clip (6) ,

- the bolts (5) ,

- the retaining hooks,
- the bolts (4) .

= Il - FINAL OPERATION.

1236 .
55575  Refit:

d Remove: - the tailgate seal,

-the bolts (5) ,
-the clip (6) .

- the partition,
- the bolts (3) ,

- pull down the front seat backrest,

- the luggage compartment carpet,
- the rear parcel shelf (2) ,
- the clips (1) .

.'I oy Lt T
122853

(d Remove:
-the bolts (7) ,
-the rear panel trim,

-the rear floor attached to the front section (see
Raised rear floor, front section: Removal - Re-
fitting) (MR 412, 41D, Rear lower structure).
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SIDE OPENING ELEMENT TRIM 72A
Front side door trim: Removal - Refitting

REMOVAL

| - REMOVAL PREPARATION OPERATION

b LT
124797

[ Remove (depending on equipment level):

ety i
%‘2'5 e xﬁ\ [1 =[] S v - the clip (3) using a screwdriver,
119276

- the front side door manual window winder handle.

Il - OPERATION FOR REMOVAL OF PART
CONCERNED
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-the cover (1), 119274
-the bolt (2) . (1 Remove the bolt (4) .
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SIDE OPENING ELEMENT TRIM
(2A

Front side door trim: Removal - Refitting

119277
1 Remove the bolts (5) .

[ unclip:

-the front side door trim using a pair of unclipping
pliers (protect the door box section),

-the interior door handle cable using a flat-blade
screwdriver.

(d Disconnect the supply connectors (depending on
equipment level).

REFITTING

| - REFITTING PREPARATIONS OPERATION

1 Replace the clips on the front side door trim if neces-
sary.

Il - REFITTING OPERATION FOR PART
CONCERNED

1 Connect the supply connectors (depending on equi-
pment level).

[ Clip on:
-the interior door handle cable,
- the front side door trim.
1 Refit:
-the bolts (5) ,
-the bolt (4) .

[l - FINAL OPERATION.
[ Refit (depending on equipment level):
- the bolt (2) ,
- the cover (1),
- the front side door manual window winder handle,
- the clip (3) using a screwdriver.
[ Clip on the door mirror trim piece.

(a Carry out a function test.
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NON-SIDE OPENING ELEMENTS TRIM 73A
Tailgate trim: Removal - Refitting

REMOVAL

OPERATION FOR REMOVAL OF PART
CONCERNED

119287

(1 Remove the bolt (1) .

[d Unclip the tailgate trim.

REFITTING

| - REFITTING PREPARATIONS OPERATION

(1 Replace the tailgate trim clips if necessary.

Il - REFITTING OPERATION FOR PART
CONCERNED

( Clip the tailgate trim in place.
1 Refit the bolt (1) .
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FRONT SEAT FRAMES AND MECHANISMS
Front seat base frame: Removal - Refitting

/5A

Equipment required

Diagnostic tool

IMPORTANT

To avoid any risk of triggering when working on or
near a pyrotechnic component (airbags or preten-
sioners), lock the airbag computer using the dia-
gnostic tool.

When this function is activated, all the trigger lines
are inhibited and the airbag warning light on the ins-
trument panel lights up continuously (ignition on).

IMPORTANT

Never handle the pyrotechnic systems (pretensio-
ners or airbags) near to a source of heat or naked
flame - they may be triggered.

REMOVAL

| - REMOVAL PREPARATION OPERATION

([ Lock the airbag computer using the Diagnostic tool
(see Fault finding - Replacement of components)
(MR 413, 88C, Airbags and seat belt pretensioners).

(1 Disconnect the battery (see Battery: Removal - Re-
fitting) (MR 411, 80A, Battery).

1 Remove:

-the compete front seat (see 75A, Front seat fra-
mes and mechanisms, Complete front seat: Re-
moval - Refitting, page 75A-8) ,

-the front seatback trim (see 77A, Front seat trim,
Front seatback trim: Removal - Refitting, page
T7A-4)

-the front seat cushion trim (see 77A, Front seat
trim, Front seat base trim: Removal - Refitting,
page 77A-1) ,

-the front side (chest-level) airbag (depending on
the equipment level) (see Front (chest-level) side
airbag: Removal - Refitting) (MR 411, 88C, Air-
bags and seat belt pretensioners),

-the front buckle pretensioner (see Front buckle
pretensioner: Removal - Refitting) (MR 411,
88C, Airbags and seat belt pretensioners).

I - OPERATION FOR REMOVAL OF PART
CONCERNED

J Remove:

- the front seatback frame (see 75A, Front seat fra-
mes and mechanisms, Front seatback frame:
Removal - Refitting, page 75A-2) ,

- the front seat runners (see 75A, Front seat frames
and mechanisms, Front seat runner: Removal -
Refitting, page 75A-6) .

REFITTING

| - REFITTING OPERATION FOR PART
CONCERNED

1 Refit:

- the front seatback frame (see 75A, Front seat fra-
mes and mechanisms, Front seatback frame:
Removal - Refitting, page 75A-2) ,

- the front seat runners (see 75A, Front seat frames
and mechanisms, Front seat runner: Removal -
Refitting, page 75A-6) .

Il - FINAL OPERATION.
- Refit:

- the front buckle pretensioner (see Front buckle
pretensioner: Removal - Refitting) (MR 411,
88C, Airbags and seat belt pretensioners),

- the front side (chest-level) airbag (depending on
the equipment level) (see Front (chest-level) side
airbag: Removal - Refitting) (MR 411, 88C, Air-
bags and seat belt pretensioners),

- the front seat cushion trim (see 77A, Front seat
trim, Front seat base trim: Removal - Refitting,
page 77A-1) ,

- the front seatback trim (see 77A, Front seat trim,
Front seatback trim: Removal - Refitting, page
T7A-4)

- the entire front seat (see 75A, Front seat frames
and mechanisms, Complete front seat: Remo-
val - Refitting, page 75A-8) .

[ Connect the battery (see Battery: Removal - Refit-
ting) (MR 411, 80A, Battery).

[ Unlock the airbag computer using the Diagnostic
tool (see Fault finding - Replacement of compo-
nents) (MR 413, 88C, Airbags and seat belt preten-
sioners).
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FRONT SEAT FRAMES AND MECHANISMS 75A
Front seatback frame: Removal - Refitting

Equipment required

Diagnostic tool

Tightening torques &

front seatback frame 46 Nm
bolts

IMPORTANT

To avoid any risk of triggering when working on or
near a pyrotechnic component (airbags or preten-
sioners), lock the airbag computer using the dia-
gnostic tool.

When this function is activated, all the trigger lines
are inhibited and the airbag warning light on the ins-
trument panel lights up continuously (ignition on).

pFalic]

IMPORTANT

Never handle the pyrotechnic systems (pretensio-
ners or airbags) near to a source of heat or naked
flame - they may be triggered.

REMOVAL

| - REMOVAL PREPARATION OPERATION

[d Lock the airbag computer using the Diagnostic tool
(see Fault finding - Replacement of components)
(MR 413, 88C, Airbags and seat belt pretensioners).

(d Disconnect the battery (see Battery: Removal - Re-
fitting) (MR 411, 80A, Battery).

J Remove:

-the compete front seat (see 75A, Front seat fra-
mes and mechanisms, Complete front seat: Re-
moval - Refitting, page 75A-8) ,

-the front seatback trim (see 77A, Front seat trim,
Front seatback trim: Removal - Refitting, page
T7A-4) ,

-the front seat cushion trim (see 77A, Front seat
trim, Front seat base trim: Removal - Refitting,
page 77A-1) ,

-the front side (chest-level) airbag (depending on
the equipment level) (see Front (chest-level) side
airbag: Removal - Refitting) (MR 411, 88C, Air-
bags and seat belt pretensioners).

J Remove:

- the bolts (1),
- the lumbar support.
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FRONT SEAT FRAMES AND MECHANISMS 75A
Front seatback frame: Removal - Refitting

J Remove:

-the seat back inclination control cable upper
stop(s) (depending on the equipment level),

- the seat back inclination control cable(s) (depen-
ding on the equipment level).

121196

[ Unclip the various seat back inclination control cable
lower stops (depending on the equipment level).

121035
d Remove:
- the rivets (2) ,

- the mounting from the control accessing the rear
seats.
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FRONT SEAT FRAMES AND MECHANISMS
Front seatback frame: Removal - Refitting

/5A

120842
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120844
d Remove:

-the rivets (3) ,
-the casing (4) .

120845

(1 Remove the unlocking cables from the front seat
runners.
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FRONT SEAT FRAMES AND MECHANISMS
Front seatback frame: Removal - Refitting

/5A

Il - OPERATION FOR REMOVAL OF PART
CONCERNED
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120849

d Remove:
- the front seatback frame bolts (5) ,

- the front seatback frame.

REFITTING

| - REFITTING PREPARATIONS OPERATION

[ Always replace the front seatback frame bolts.

II - REFITTING OPERATION FOR PART
CONCERNED

- Refit:
- the front seatback frame,
- the front seatback frame bolts (5) .

(1 Torque tighten the front seatback frame bolts (46
Nm).

[l - FINAL OPERATION.

1 Refit:
- the unlocking cables to the front seat runners,
- the casing (4) .
- the rivets (3) ,

- the mounting for the control accessing the rear
seats (depending on the equipment level).

- the rivets (2) ,

- the seat back inclination control cable(s) (depen-
ding on the equipment level).

-the seat back inclination control cable upper
stop(s) (depending on the equipment level),

[ Clip on the various seat back inclination control ca-
ble lower stops (depending on the equipment level).

1 Refit:
- the lumbar support,
- the bolts (1) ,

- the front side (chest-level) airbag (depending on
the equipment level) (see Front (chest-level) side
airbag: Removal - Refitting) (MR 411, 88C, Air-
bags and seat belt pretensioners),

- the front seat cushion trim (see 77A, Front seat
trim, Front seat base trim: Removal - Refitting,
page 77A-1),

- the front seatback trim (see 77A, Front seat trim,
Front seatback trim: Removal - Refitting, page
T7A-4) ,

- the complete front seat (see 75A, Front seat fra-
mes and mechanisms, Complete front seat: Re-
moval - Refitting, page 75A-8) .

(d Connect the battery (see Battery: Removal - Refit-
ting) (MR 411, 80A, Battery).

[ Unlock the airbag computer using the Diagnhostic
tool (see Fault finding - Replacement of compo-
nents) (MR 413, 88C, Airbags and seat belt preten-
sioners).
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FRONT SEAT FRAMES AND MECHANISMS
Front seat runner: Removal - Refitting

Equipment required

Diagnostic tool

Tightening torques &7

front seat runner nuts 25 Nm

IMPORTANT

To avoid any risk of triggering when working on or
near a pyrotechnic component (airbags or preten-
sioners), lock the airbag computer using the dia-
gnostic tool.

When this function is activated, all the trigger lines
are inhibited and the airbag warning light on the ins-
trument panel lights up continuously (ignition on).

IMPORTANT

Never handle the pyrotechnic systems (pretensio-
ners or airbags) near to a source of heat or naked
flame - they may be triggered.

REMOVAL

| - REMOVAL PREPARATION OPERATION

(1 Lock the airbag computer using the Diagnostic tool
(see Fault finding - Replacement of components)
(88C, Airbags and pretensioners).

( Disconnect the battery (see Battery: Removal - Re-
fitting) (80A, Battery).

J Remove:

-the compete front seat (see 75A, Front seat fra-
mes and mechanisms, Complete front seat: Re-
moval - Refitting, page 75A-8) ,

-the front buckle pretensioner (see Front buckle
pretensioner: Removal - Refitting) (88C, Airbags
and pretensioners).

10880
120852

1 Remove the unlocking cable from the front seat run-
ners.

Il - OPERATION FOR REMOVAL OF PART
CONCERNED

IS

120850

J Remove:

- the nuts (1) from the front seat runner,

- the front seat runners.

REFITTING

| - REFITTING PREPARATION OPERATION

([ Always replace the front seat runner nuts.
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FRONT SEAT FRAMES AND MECHANISMS
Front seat runner: Removal - Refitting

/5A

II - REFITTING OPERATION FOR PART
CONCERNED

W

127773

1 Refit:
-the front seat runners without tightening them,
- the front seat runner control (2) .

(1 Observe the tightening order:
-the runner on the vehicle interior side (3) ,
-the runner on the vehicle exterior side (4) .

[ Tighten:

-the runners, holding them towards the interior of
the seat at (5) and (6) ,

-to torque the front seat runner nuts (25 Nm) (1) .

[l - FINAL OPERATION.
1 Refit:
- the unlocking cable of the front seat runners,

-the front buckle pretensioner (see Front buckle
pretensioner: Removal - Refitting) (88C, Airbags
and pretensioners),

-the entire front seat (see 75A, Front seat frames
and mechanisms, Complete front seat: Remo-
val - Refitting, page 75A-8) .

[ Connect the battery (see Battery: Removal - Refit-
ting) (80A, Battery).

[ Unlock the airbag computer using the Diagnostic
tool (see Fault finding - Replacement of compo-
nents)(88C, Airbags and pretensioners).
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FRONT SEAT FRAMES AND MECHANISMS
Complete front seat: Removal - Refitting

/5A

Equipment required

Diagnostic tool

Tightening torques

front seat nuts 35 Nm

IMPORTANT

To avoid any risk of triggering when working on or
near a pyrotechnic component (airbags or preten-
sioners), lock the airbag computer using the dia-
gnostic tool.

When this function is activated, all the trigger lines
are inhibited and the airbag warning light on the ins-
trument panel lights up continuously (ignition on).

IMPORTANT

Never handle the pyrotechnic systems (pretensio-
ners or airbags) near to a source of heat or naked
flame - they may be triggered.

130814
120814
[ Unclip the cover (1) located under the front seat.

(1 Disconnect the connector (2) .

Il - OPERATION FOR REMOVAL OF PART
CONCERNED

y Ny o S PV

-4 JoooN e &L, | ﬁllH\
REMOVAL ';:_—_v«';)’ \ L:ﬁ’#f"%%z iy
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| - REMOVAL PREPARATION OPERATION

(1 Position the vehicle on a two-post lift (see Vehicle:
Towing and lifting) (MR 411, 02A, Lifting equip-
ment).

(1 Lock the airbag computer using the Diagnostic tool
(see Fault finding - Replacement of components)
(MR 413, 88C, Airbags and seat belt pretensioners).

(a Disconnect the battery (see Battery: Removal - Re-
fitting) (MR 411, 80A, Battery).

121326

1 Remove:

- the blanking covers (3) ,
- the front seat nuts (3) .
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FRONT SEAT FRAMES AND MECHANISMS 75A
Complete front seat: Removal - Refitting

REFITTING

| - REFITTING PREPARATIONS OPERATION

[ Always replace the front seat nuts.

Il - REFITTING OPERATION FOR PART
CONCERNED

(1 Refit the front seat nuts (3) .
[ Torque tighten the front seat nuts (35 Nm).
(1 Refit the blanking covers (3) .

[l - FINAL OPERATION.
[ Connect the connector (2) .
([ Clip on the cover (1) located under the front seat.

d Connect the battery (see Battery: Removal - Refit-
ting) (MR 411, 80A, Battery).

[ Unlock the airbag computer using the Diagnostic
tool (see Fault finding - Replacement of compo-
nents) (MR 413, 88C, Airbags and seat belt preten-
sioners).
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REAR SEAT FRAMES AND MECHANISMS 76A
Complete rear seat: Removal - Refitting

Tightening torques &

rear seat bolts

21 Nm

REMOVAL

OPERATION FOR REMOVAL OF PART
CONCERNED

e d@

1 Remove the bolts (1) from the rear seat.

120795

1 Tilt the rear seatback.

120942
[ Tilt the rear seat assembly by pulling on the handles

2.

120797
(1 Unlock the seat belt (3) .
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REAR SEAT FRAMES AND MECHANISMS 76A
Complete rear seat: Removal - Refitting

120796
J Remove:

-the seat belt (4) and (5) ,
-the rear seat.

REFITTING

REFITTING OPERATION FOR PART CONCERNED
1 Refit:

-the rear seat,

-the seat belt.
(1 Position the seat normally.

[d Always replace the rear seat bolts each time they
are removed.

(1 Refit the rear seat bolts (1) .

[d Torque tighten the rear seat bolts (21 Nm).
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REAR SEAT FRAMES AND MECHANISMS
Folding rear seat frame: Removal - Refitting

/6A

Tightening torques

rear seat frame nuts 25 Nm

REMOVAL

| - REMOVAL PREPARATION OPERATION
J Remove:

-the complete rear seat (see 76A, Rear seat fra-
mes and mechanisms, Complete rear seat: Re-
moval - Refitting, page 76A-1) ,

-the rear seat seatback trim (see 78A, Rear seat
trim, Rear seatback trim: Removal - Refitting,
page 78A-4) ,

-the rear seat cushion trim (see 78A, Rear seat
trim, Rear seat base trim: Removal - Refitting,
page 78A-1) .

Il - OPERATION FOR REMOVAL OF PART
CONCERNED

1208

120885

1 Remove:
-the nuts (1) ,

-the rear seat frame.

REFITTING

| - REFITTING OPERATION FOR PART
CONCERNED

1 Refit:
- the rear seat frame on the runners,

- Always replace the rear seat frame nuts each time
they are removed.

-the nuts (1) .

(d Torque tighten the rear seat frame nuts (25 Nm).

Il - FINAL OPERATION.
- Refit:

- the rear seat cushion trim (see 78A, Rear seat
trim, Rear seat base trim: Removal - Refitting,
page 78A-1) ,

- the rear seat seatback trim (see 78A, Rear seat
trim, Rear seatback trim: Removal - Refitting,
page 78A-4) ,

- the complete rear seat (see 76A, Rear seat fra-
mes and mechanisms, Complete rear seat: Re-
moval - Refitting, page 76A-1) .
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REAR SEAT FRAMES AND MECHANISMS
Rear seat runner: Removal - Refitting

/6A

Tightening torques

rear seat runner nuts 25 Nm

REMOVAL

| - REMOVAL PREPARATION OPERATION
J Remove:

-the complete rear seat (see 76A, Rear seat fra-
mes and mechanisms, Complete rear seat: Re-
moval - Refitting, page 76A-1) ,

-the rear seat cushion trim (see 78A, Rear seat
trim, Rear seat base trim: Removal - Refitting,
page 78A-1) .

Il - OPERATION FOR REMOVAL OF PART
CONCERNED

1208

120885

J Remove:
-the nuts (1) ,

-the rear seat runners.

REFITTING

| - REFITTING OPERATION FOR PART
CONCERNED

 Refit:

-the rear seat runners,

- Always replace the rear seat runner nuts each time
they are removed.

- the nuts (1) .

(1 Tighten to torque the rear seat runner nuts (25
Nm).

Il - FINAL OPERATION.
1 Refit:

- the rear seat cushion trim (see 78A, Rear seat
trim, Rear seat base trim: Removal - Refitting,
page 78A-1) ,

- the complete rear seat (see 76A, Rear seat fra-
mes and mechanisms, Complete rear seat: Re-
moval - Refitting, page 76A-1) .
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REAR SEAT FRAMES AND MECHANISMS
Rear bench seatback: Removal - Refitting

REMOVAL

| - REMOVAL PREPARATION OPERATION

(1 Remove the rear parcel shelf (depending on the
equipment level).

1 Pull down the rear bench seat base.

Il - OPERATION FOR REMOVAL OF PART
CONCERNED

P [\l
-'.':"'j'l _,.-"‘Ihf

¥ 13

121303
[d Unlock the rear bench seatback using the straps (1)

1 Pull down the rear bench seatback.

[ Unlock the rear bench seatback catches.

[ Remove the rear bench seat seatback.

REFITTING

| - REFITTING OPERATION FOR PART
CONCERNED

1 Refit the rear bench seatback.
1 Lock the rear bench seatback catches.

(1 Pull down the rear bench seatback.

Il - FINAL OPERATION.
1 Pull down the rear bench seat base.

(1 Refit the rear parcel shelf (depending on the equip-
ment level).
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REAR SEAT FRAMES AND MECHANISMS 76A
Rear bench seat base: Removal - Refitting

REMOVAL

OPERATION FOR REMOVAL OF PART
CONCERNED

4 Remove:
-the nuts and washers (1) ,

-the rear bench seat base.

REFITTING

REFITTING OPERATION FOR PART CONCERNED
1 Refit:
-the rear bench seat base,

- Always replace the rear bench seat base nuts each
time they are removed.

-the nuts and washers (1) .
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FRONT SEAT TRIM 77
Front seat base trim: Removal - Refitting M\
- - i Il - OPERATION FOR REMOVAL OF PART
Special tooling required CONCERNED
Car. 1521 Clip crimping pliers. T - =
II'I IIII III _,.-""H
Equipment required ! | o
quip q \ .II i
Diagnostic tool 'ED r,’f
|__ R q.'g:l.___.ll
___.-'F-".d:":?:___h / M'x"":?-:fq},, s e e
IMPORTANT ‘u b \%
To prevent any accidental triggering whilst working e — = F;
on or near a pyrotechnic component (airbags or i’ £ ;,r"
pretensioners), lock the airbag computer using the L M'r'f%j“’
Diagnostic tool. e ---.._,,.-}}f-:y’ —
When this function is activated, all the trigger lines ¥ {!;:'f_____:x o "'"HH_
are inhibited and the airbag warning light on the ins- fr T ]
trument panel lights up continuously (ignition on). EFE = N
B %-:--::-it-:f?ﬁ?: L
IMPORTANT R
. . 1 08T SR
Never handle the pyrotechnic systems (pretensio- 150809
ners or airbags) near to a source of heat or naked aR h 1
flame - they may be triggered. emove the cover (1) .
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REMOVAL | \
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belt pretensioners, Fault finding - Replacement i % i
of components). i , £ ;;}y
i e
(1 Disconnect the battery ( (see Battery: Removal - ' "'{.r,/%
Refitting) ). _"""’fg;_'ﬁ P
1 Remove the complete front seat (see 75A, Front .-,5“""'----_'[!;:-____ o --_-_-_-_""---.--—-.H
seat frames and mechanisms, Complete front IF e e ™ ]
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120810
(1 Unclip the seatback adjustment control.
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FRONT SEAT TRIM
Front seat base trim: Removal - Refitting

%‘wj}ﬁ" s

120811

1 Remove the elastic securing straps (2) from the
seatback trim.

120812

(1 Remove the elastic securing straps (3) from the seat
base trim.

120813

[ Unlock the seat base cover tensioner at (4) using a
flat-blade screwdriver.

120831
([ Unclip the clips (5) using unclipping pliers.
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FRONT SEAT TRIM
Front seat base trim: Removal - Refitting

{TA

1 Remove the « cover - foam » assembly.

(a1 Cut the clips (6) using a cutting tool.
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120833

([ Cut the clips (7) using a cutting tool.

(1 Detach the cover from the foam.

REFITTING

| - REFITTING OPERATION FOR PART
CONCERNED

1 Refit the cover on the foam.

[ Fit the clips (7) and (6) (available from the Spare
Parts Department) using the (Car. 1521).

[ Refit the « cover - foam » assembly onto the seat
base frame.

[ Attach the clips (5) .

(1 Lock the seat base cover tensioner.
1 Refit:
- the seat base cover elastic strap (3) ,
- the elastic straps (2) securing the seatback cover.
(1 Clip on the seatback adjustment control.
[ Refit the cover (1) .

Il - FINAL OPERATION.

[ Refit the complete front seat (see 75A, Front seat
frames and mechanisms, Complete front seat:
Removal - Refitting, page 75A-8) .

[d Connect the battery ( (see Battery: Removal - Re-
fitting) ).

1 Unlock the airbag computer using the Diagnhostic
tool (see MR 413 Fault finding, 88C, Airbags and
seat belt pretensioners, Fault finding - Replace-
ment of components).
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FRONT SEAT TRIM
Front seatback trim: Removal - Refitting

{TA

Special tooling required

Car. 1521 Clip crimping pliers.

Equipment required

Diagnostic tool

IMPORTANT

To prevent any accidental triggering whilst working
on or near a pyrotechnic component (airbags or

pretensioners), lock the airbag computer using the
Diagnostic tool.

When this function is activated, all the trigger lines
are inhibited and the airbag warning light on the ins-
trument panel lights up continuously (ignition on).

IMPORTANT

Never handle the pyrotechnic systems (pretensio-
ners or airbags) near to a source of heat or naked
flame - they may be triggered.

REMOVAL

| - REMOVAL PREPARATION OPERATION

[ Lock the airbag computer using the Diagnostic tool
(see MR 413 Fault finding, 88C, Airbags and seat
belt pretensioners, Fault finding - Replacement
of components).

(d Disconnect the battery ( (see Battery: Removal -
Refitting) ).

1 Remove the complete front seat (see 75A, Front
seat frames and mechanisms, Complete front
seat: Removal - Refitting, page 75A-8) .

Il - OPERATION FOR REMOVAL OF PART
CONCERNED

1- 1sttype

120834
([ Unlock the headrest at (1) .

[ Remove the headrest.

. &
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e b L
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170

120835

1 Remove the cover (2) .
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FRONT SEAT TRIM
Front seatback trim: Removal - Refitting

g . ]

120836

[ Unclip the control accessing the rear seats.

120943
(d Remove the retaining sections (4) .
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120811
1 Remove the elastic securing straps (3) from the
seatback trim.

([ Partially remove the seatback cover.
([ Cut the clips (5) using a cutting tool.
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FRONT SEAT TRIM
Front seatback trim: Removal - Refitting

[ Unclip the headrest guides (6) .

J Remove:

- the seatback cover,

- the seatback foam.

2 - 2nd type

(1 Unlock the headrest at (7) .

d Remove the headrest.

120834

112
112944

J Remove:
- the bolt (8) ,

- the lever from the control accessing the rear seats.

7

11258
112945

J Remove:

- the bolts (9) ,

- the plate from the control accessing the rear seats.
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FRONT SEAT TRIM
Front seatback trim: Removal - Refitting

|}"__ = 1208t

120811

(1 Remove the elastic securing straps (10) from the
seatback trim.

120943
(1 Remove the retaining sections (11) .

[ Partially remove the seatback cover.

[ Cut the clips (12) using a cutting tool.

121031

([ Cut the clips (13) using a cutting tool.
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FRONT SEAT TRIM 77A
Front seatback trim: Removal - Refitting
3 - 3rd type

’
“x-____ﬂl_i____ _ﬂ/

a -2 '"”‘\
121032 120604 x“‘x\
J Remove: 120834
-the clips (14) , 1 Unlock the headrest at (17) .
-the retaining strip (15) . [ Remove the headrest.

bt
121458
[ Unclip the headrest guides (16) . 1 Fold the seat away.
O Remove: 4 Unclip:
-the seatback cover, - the seatback plate (18)
-the seatback foam. - the casings (19) .
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FRONT SEAT TRIM 77A
Front seatback trim: Removal - Refitting
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112944 50811
J Remove: J Remove the elastic securing straps (22) from the
-the bolt (20) , seatback trim.

-the lever from the control accessing the rear seats.

LR b ]

121460

1 Remove the elastic securing strap (23) from the
112945 seatback trim.

(d Remove:

-the bolts (21) ,

-the plate from the control accessing the rear seats.
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FRONT SEAT TRIM

Front seatback trim: Removal - Refitting 77A

120943

1 Remove the retaining sections (24) .
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[ Partially remove the seatback cover.

121032
(1 Remove:
[ Cut the clips (25) using a cutting tool.

- the clips (27) ,

- the retaining strip (28) .
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FRONT SEAT TRIM
Front seatback trim: Removal - Refitting

{TA

1 Unclip the headrest guides (29) .
J Remove:
- the seatback cover,

- the seatback foam.

REFITTING

| - REFITTING OPERATION FOR PART
CONCERNED

1- 1sttype
1 Refit:
- the seatback foam,
-the seatback cover partially.
([ Clip on the headrest guides (6) .

[ Fit the clips (5) (available from the Spare Parts De-
partment) using the (Car. 1521).

1 Refit:

- the retaining sections (4) ,

-the elastic securing straps (3) for the seatback trim.
[ Clip on the control accessing the rear seats.
1 Refit:

-the cover (2) ,

-the headrest.

2 - 2nd type
1 Refit:
- the seatback foam,
- the seatback cover patrtially.
(1 Clip on the headrest guides (16) .
1 Refit:
- the retaining section (15) ,
- the clips (14) .

(1 Fit the clips (13) and (12) (available from the Spare
Parts Department) using the (Car. 1521).

1 Refit:
- the retaining sections (11) ,

- the elastic securing straps (10) for the seatback
trim,

- the plate for the control accessing the rear seats,
- the bolts (9) ,

- the lever for the control accessing the rear seats,
- the bolt (8) ,

- the headrest.

3 - 3rd type
1 Refit:
- the seatback foam,
- the seatback cover patrtially.
(a Clip on the headrest guides (29) .
1 Refit:
- the retaining section (28) ,
- the clips (27) .

([ Fit the clips (25) and (26) (available from the Spare
Parts Department) using the (Car. 1521).

1 Refit:
- the retaining sections (24) ,

- the elastic securing straps (23) and (22) for the
seatback trim.

A Clip:
- the casings (19) ,
- the seatback plate.
1 Refit:
- the plate for the control accessing the rear seats,
- the bolts (21) ,

- the lever for the control accessing the rear seats,
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FRONT SEAT TRIM 77A
Front seatback trim: Removal - Refitting

-the bolt (20) ,

-the headrest.

Il - FINAL OPERATION.

[d Refit the complete front seat (see 75A, Front seat
frames and mechanisms, Complete front seat:
Removal - Refitting, page 75A-8) .

[d Connect the battery ( (see Battery: Removal - Re-
fitting) ).

[ Unlock the airbag computer using the Diaghostic
tool (see MR 413 Fault finding, 88C, Airbags and
seat belt pretensioners, Fault finding - Replace-
ment of components).

TTA-12



REAR SEAT TRIM
Rear seat base trim: Removal - Refitting

Special tooling required

Car. 1521

Clip crimping pliers.

REMOVAL

| - REMOVAL PREPARATION OPERATION

J Remove:

-the complete rear seat (see 76A, Rear seat fra-
mes and mechanisms, Complete rear seat: Re-

moval - Refitting, page 76A-1) ,

the rear seatback trim (see 78A, Rear seat trim,
Rear seatback trim: Removal - Refitting, page

78A-4) .

Il - OPERATION FOR REMOVAL OF PART

CONCERNED
s
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([ Drill out rivets (1) .

(1 Remove the front lower retaining sections.

(1 Remove the under seat trim (3) .

120860
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REAR SEAT TRIM 78A
Rear seat base trim: Removal - Refitting

10880

120882

[ Unclip the seatback tilting mechanism (6) .

([ Cut the clips (5) using a cutting tool.

120862

i

120884

d Remove:

- the rear seat belt buckle ( (see Rear seat belt buc-
kle: Removal - Refitting) ),

- the retaining sections (7) ,

- the rear seat cushion trim.
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REAR SEAT TRIM 78A
Rear seat base trim: Removal - Refitting

REFITTING

| - REFITTING OPERATION FOR PART
CONCERNED

- Refit:
-the rear seat cushion trim,
-the retaining sections (7) ,

-the rear seat belt buckle ( (see Rear seat belt buc-
kle: Removal - Refitting) ).

([ Clip on the seatback tilting mechanism (6) .
[ Refit:

-the clips (5) (available from the Spare Parts De-
partment) using the (Car. 1521),

-the retaining sections (4) ,

-the under seat trim (3) ,

-the side retaining sections (2) ,

-the front lower retaining sections.
[ Refit the rivets (1).

Il - FINAL OPERATION.
1 Refit:

-the rear seatback trim (see 78A, Rear seat trim,
Rear seatback trim: Removal - Refitting, page
78A-4) ,

-the complete rear seat (see 76A, Rear seat fra-
mes and mechanisms, Complete rear seat: Re-
moval - Refitting, page 76A-1) .
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REAR SEAT TRIM
Rear seatback trim: Removal - Refitting

Special tooling required

Car. 1521 Clip crimping pliers.
Car. 1558 Pliers for zip fasteners.
REMOVAL

| - REMOVAL PREPARATION OPERATION

1 Remove the complete rear seat (see 76A, Rear seat
frames and mechanisms, Complete rear seat:
Removal - Refitting, page 76A-1) .

Il - OPERATION FOR REMOVAL OF PART
CONCERNED

T30am

120853
1 Undo the backrest zip fastener.

(1 Partially remove the seatback cover.

(1 Cut the clips (1) using a cutting tool.

120854

(1 Unclip the headrest guides (2) .
J Remove:
- the seatback cover,

- the seatback foam.

120855
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REAR SEAT TRIM 78A
Rear seatback trim: Removal - Refitting

REFITTING

| - REFITTING OPERATION FOR PART
CONCERNED

[ Refit:
- the seatback foam,
-the seatback cover partially.
[ Clip on the headrest guides (2) .

[ Fit the clips (1) (available from the Spare Parts De-
partment) using the (Car. 1521).

[ Close the backrest zip fastener using the (Car.
1558).

Il - FINAL OPERATION.

[ Refit the complete rear seat (see 76A, Rear seat
frames and mechanisms, Complete rear seat:
Removal - Refitting, page 76A-1) .
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REAR SEAT TRIM
Single unit rear bench seatback trim: Removal - Refitting

/8A

Special tooling required

Car. 1521 Clip crimping pliers.

REMOVAL

| - REMOVAL PREPARATION OPERATION

1 Remove the rear bench seatback (see 76A, Rear
seat frames and mechanisms, Rear bench seat-
back: Removal - Refitting, page 76A-5) .

Il - OPERATION FOR REMOVAL OF PART
CONCERNED

17m

(1 Open the zip fasteners.

120807

d Remove:
- the retaining sections (1) ,
-the clips (2) ,

-the « cover - foam » assembly.

‘/.r:ihl
.’é————"f._:h:\i

1A

120808
(1 Cut the clips (3) using a cutting tool.

[ Remove the cover from the foam.

REFITTING

| - REFITTING OPERATION FOR PART
CONCERNED

1 Refit the cover on the foam.

(1 Fit the clips (3) (available from the Spare Parts De-
partment) using the (Car. 1521).

1 Refit:

- the « cover - foam » assembly onto the rear bench
seatback frame,

- the clips (2) ,
- the retaining strips (1) .

(1 Close the zip fasteners .

Il - FINAL OPERATION.

(1 Refit the rear bench seatback (see 76A, Rear seat
frames and mechanisms, Rear bench seatback:
Removal - Refitting, page 76A-5) .
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REAR SEAT TRIM
Single unit rear bench seat base trim: Removal - Refitting

Special tooling required

Car. 1521

Clip crimping pliers.

REMOVAL

| - REMOVAL PREPARATION OPERATION

1 Remove the rear bench seat base (see 76A, Rear
seat frames and mechanisms, Rear bench seat
base: Removal - Refitting, page 76A-6) .

Il - OPERATION FOR REMOVAL OF PART
CONCERNED

18R

120802
(1 Remove the bolts (1) .

1A
120803

[ Unclip the rear bench seat base trim at (2) .

[ Remove the rear bench seat base trim.

12080
120804

[ Remove:
- the rear bench seat base trim retaining sections,

- the « cover - foam » assembly.
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REAR SEAT TRIM
Single unit rear bench seat base trim: Removal - Refitting 78A

120805
(a1 Cut the clips (3) using a cutting tool.

d Remove the cover from the foam.

REFITTING

| - REFITTING OPERATION FOR PART
CONCERNED

1 Refit the cover on the foam.

[ Fit the clips (3) (available from the Spare Parts De-
partment) using the (Car. 1521).

1 Refit:

-the « cover - foam » assembly onto the rear bench
seat base frame,

-the rear bench seat base trim retaining sections,
-the rear bench seat base trim.

(1 Clip on the rear bench seat base trim at (2) .

(1 Refit the bolts (1) .

Il - FINAL OPERATION.

(1 Refit the rear bench seat base (see 76A, Rear seat
frames and mechanisms, Rear bench seat base:
Removal - Refitting, page 76A-6) .
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SEAT ACCESSORIES
Heated seat pad: Removal - Refitting

79A

[FRONT SEAT WITH HEATING

Equipment required

Diagnostic tool

IMPORTANT
To avoid any risk of triggering when working on or
near a pyrotechnic component (airbags or preten-

sioners), lock the airbag computer using the dia-
gnostic tool.

When this function is activated, all the trigger lines
are inhibited and the airbag warning light on the ins-
trument panel lights up continuously (ignition on).

IMPORTANT

Never handle the pyrotechnic systems (pretensio-
ners or airbags) near to a source of heat or naked
flame - they may be triggered.

Il - OPERATION FOR REMOVAL OF PART
CONCERNED

Front seatback

REMOVAL

| - REMOVAL PREPARATION OPERATION

(1 Position the vehicle on a two-post lift (see Vehicle:

Towing and lifting) (02A, Lifting equipment).

(1 Lock the airbag computer using the Diagnostic tool
(see Fault finding - Replacement of components)

(88C, Airbags and pretensioners).

(d Disconnect the battery (see Battery: Removal - Re-

fitting) (80A, Battery).

J Remove:

-the compete front seat (see 75A, Front seat fra-
mes and mechanisms, Complete front seat: Re-

moval - Refitting, page 75A-8) ,

-the front seat base trim (see 77A, Front seat trim,
Front seat base trim: Removal - Refitting, page

77A-1)

-the front seatback trim (see 77A, Front seat trim,
Front seatback trim: Removal - Refitting, page

77A-4) .

E3116]

131163

Front seat base

1R

131164

 Detach the heated pad.

WARNING

To avoid any damage to the foam, detach the
heated pad carefully.
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SEAT ACCESSORIES
Heated seat pad: Removal - Refitting

79A

[FRONT SEAT WITH HEATING

REFITTING

| - REFITTING PREPARATION OPERATION
a

Note:

Check the condition of the seat base and seat-
back foam pads and replace them if necessary.

Il - REFITTING OPERATION FOR PART
CONCERNED

(1 Remove the protective backing from the adhesive of
the heated pad.

(1 Bond the heated pad.
1 Refit:
- the front seat frame,

-the «foam - heated pad» assembly of the seat
base and seatback.

[ Connect the connectors:
- of the heated pad,
- of the heated seat switch.

1 Connect the battery (see Battery: Removal - Refit-
ting) (80A, Battery).

[ Carry out a function test.

(a1 Disconnect the battery (see Battery: Removal - Re-
fitting) (80A, Battery).

[d Disconnect the following connectors :
- of the heated seat switch,
- of the heated pad.

(4 Remove:

-the « foam - heated pad» assembly of the seat
base and seatback,

- the front seat frame.

Il - FINAL OPERATION.
1 Refit:

- the front seatback trim (see 77A, Front seat trim,
Front seatback trim: Removal - Refitting, page
77A-4) ,

- the front seat base trim (see 77A, Front seat trim,
Front seat base trim: Removal - Refitting, page
77A-1),

- the entire front seat (see 75A, Front seat frames
and mechanisms, Complete front seat: Remo-
val - Refitting, page 75A-8) .

[ Connect the battery (see Battery: Removal - Refit-
ting) (80A, Battery).

[ Unlock the airbag computer using the Diagnostic
tool (see Fault finding - Replacement of compo-
nents) (88C, Airbags and pretensioners).
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